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Introduction

Thank you for ordering the USB LAN DOCK. The USB LAN DOCK isan intelligent
expangon module that connects to a PC or notebook via Universal Serid Bus (USB)
port, providing one Ethernet RJ-45 port, one high-speed RS-232 serial port, one printer
port, one PS/2 keyboard & mouse and 3 downstream USB ports. The USB LAN
DOCK fesatures easy connectivity for traditional seria devices, keyboard, mouse and
other USB devices.
By smply plugging inthe USB LAN DOCK, you will:
® Add one high-speed seria port, one printer port, one PS/2 keyboard & mouse and 3
downstream USB portsto your PC or notebook in seconds.
® Improve theinconvenience of configuring old PC solutions like card extenson
solutions, which require to adjust IRQ or jumper settings and the incompatibility of
various brands of docking solution or bus repeater.
® Avoid the hasse of removing your PC case, or rebooting the operating system
during ingalation.

System Requirements

A PC with aminimum of a 75MHz Pentium, or equivaent
A minimum of 16M bytes of RAM.
One available USB type A downstream port. ( either UHCI or OHCI )

[
[
[
® \Windows 98 or later.

Package Contents

The product you purchased should contain the equipment and accessories shown as
follows

® USB LAN DOCK

® One CD with user’ smanud and driver

® One6foot USB AB typecable

® One switching power adapter
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Connectors

® One RJ45 connector support 10/100 Ethernet Connection

One DB-9 RS-232 serid interface connector supports baud rates from 1,200 to
115.2K.

One DB-25 pardld connector supports | EEE-1284 bi-directiond printer port.
One Mini-din for PS/2 keyboard, mouse.

Three USB receptacle type A downstream ports.

One USB type B upstream connector.

Figure 1

USB LAN DOCK Functions

The available functions of USB LAN DOCK depend on the status of power
upplied:
® Bus powered

1. Connecting USB cable to PC to provide bus power.

2. Whenyou provide bus power only, the PS/2 mouse & keyboard, RS232, printer
functions and Ethernet function will be enabled. However, the USB
Downstream Ports are disabled.

® External powered

1. Connecting power adapter to provide external power.

2. When you provide externa power, the USB Downstream Ports are enabled,
and you can use dl the functions of USB LAN DOCK.
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LED

Indicator

® Power Indicator
The Power Indicator will turn ON when bus power is supplied.

® USB Indicators
There are three USB indicators to show if the USB Downstream Ports are ready for

use.

1.

If the USB LAN DOCK is not ready for use or only bus power is supplied, the
USB Indicatorswill turn OFF, and the USB Downstream Ports can not be used.
If the USB LAN DOCK isready for use, and external power is supplied, the

USB Indicatorswill turn ON, and you can use dl the functions of USB LAN
DOCK.

If over-current happens for certain USB Downstream Port, the corresponding

USB Indicator will turn OFF to indicate that this port is not working now.

When over-current Stuation is solved, the USB Indicator will turn ON again.

® Ethernet Indicators
There are three Ethernet Status indicators on the RJ45 connector.

1.

Link/ Act (Green): When ON, it indicates a valid network connection on the

RJ-45 port. When blinking, it indicates datais being received or transmitted

through the RJ-45 port.

Speed (Orange): If the 100Mbps(100BA SE-TX) Ethernet connected, thisLED
will turn ON.

Full/Col (Green): The LED will kesp ON when in Full Duplex Mode. This

LED will be blinking when colliding.

Figure 2
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Installing USB LAN DOCK

1.

This installation guide is written in accordance with Windows 98SE. For Windows
2000 version, the setup procedure of step A " Driver Ingalation” section will be
skipped.

For Windows XP users, the setup procedure of step A and B " Driver Inddlaion”
section will be skipped, because of XP driver included.

Power on your computer and make sure that the USB port is enabled and working
properly. Please refer to the "application note 1 on page 22 ” if you have any
trouble.

Connect the power adapter into USB LAN DOCK.

Connect the USB cableinto USB LAN DOCK and the USB port of your PC.

Windows will detect the IEEE-1284 device. Please refer to step A of "Driver
Ingalation” section.

Windows will detect the USB to Ethernet Converter. Please refer to step B of
"Driver Ingdlaion” section.

Windows will detect the PS/2 keyboard & mouse device. Please refer to step C, the
"Driver Ingdlation” section.

And Windows will detect the RS232 device. Please refer to step D of "Driver
Ingtallation” section.
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Driver Installation

The driver installation is divided into 4 steps. Pleaseinstall USB LAN DOCK step by
gep by following the indruction from Step A-D.

Step A:
Toingdl the software for USB to Printer Converter of the USB LAN DOCK:

Al Heve Haderass Sizad

s biestiides Al. Insert the “USB DOCK driver
IEEE 125 Conbuber . .
CD” into CD-ROM. Click “ Next”
A dew s diver & o sotbaare piogien that eskes 2 .
hesthsares denicn vk to continue
(Ref Figure A-1)

[ Carcrd |

Figure A-1

Al Heve Haderass Sizad

it A2. Click “Next” to initiate the
i iEﬁEFE&]‘EE&Hﬁ'EEEET .

Feoomended search for the best driver for your
R e device

(Ref Figure A-2).

« Binch Hesl + Carcrd |

Figure A-2

Al Have Haderass Siead

st ik ity enm | | A3, Select “ Specify alocation” and
15 Do ik dives the location of the LAN DOCK driver
E g CD.
T e g o

= Click “Next” to start and search.
F Speshe a loc o

fF et 0 | (Ref Figure A-3).

Hicsvsa .
4 Bmchs Plaai Carmsl I

Figure A-3
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Al Heve Haderass Sizad

T e A4. Click “Next” to continue
USE5Paalel Hiidps (Re‘ FigureA-4)

Whnckovs & nam resdp ba inetal Hee besk driver bor i
device Click Back o malact a difesnl diven, o clich Hegd
T ol

Lecation of devar

-
@ FABETA1 OAPARLPLINF

Canee
Figure A-4

Al W Haderass Sizad

E L5E-FaaklBidga

Ab. Click “Finigh”, windows has

: finished ingdling the printer driver
r&mmt mﬂfhulhmulhlwwm )
(Ref Figure A-5)

T Carcrd |

Figure A-5

Before connecting the printer on the parald port of USB LAN DOCK, the printer
driver must be ingtaled in advance, or it might print unknown formet of character.

Please refer " Setting Up the Printer Device" section on page 17 to connect your printer
to the USB LAN DOCK.
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Step B.
Toinddl the Ethernet driver of USB LAN DOCK:

e o st e v b B1. Click “Next” to continue
OCT USE T ERemet (Ref Flgure B-l)

Bdewvie e dite et B & sofa e progian thal nabes 5
hakams device vk

Looe T Hedr Cancd 1

Figure B-1

e B2. Click “Next” toinitiate search
" o for the best driver for your device
T o (Ref Figure B-2)

sBek [ Metr | Cined |

Figure B-2

Auild Maw Haidwaii W Eaid

Eﬁﬁﬁgﬁ’ﬁ}ﬁmﬂﬁ? B3. Salect “ Specify alocation” and
Pl e the location of the LAN DOCK driver
I CO-FIOH die CD
" st iz H “ L}
SRt Click “Next” to sart and search.

[Fateath | (Ref Figure B-3).

Browme,
sgark [ Hese | cawa |
Figure B-3
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Q Plagge el the ik badesiend Sarinddoes 325 eoond Boiin CINROW 5 nd thew clok 0K

Figure B-4

The lla 'drepeeie Al on Wndod: 52
-, Second Edbon CO-AOM cannot be lound.
Canesl I
Insed WWindovs 38 Secord Ediion C0-ROM
inthe sdecked ditve. ad chick Ok
Sk Fia
S e, Delak... I
{5 SE S TP
Figure B-5

H-' USE To EfFne Corueda

“firechoa s ek P d inlalieg Hes doffeeses Bt poil nEvw
Farchoam

wrAcE e,

sl [omEh- ] ced ]

B4. A Message window will ask you
to insert the Win98 Source disk.
Please press“ OK” to continue.

(Ref Figure B-4)

B5. Please specify the location of
Win98 sourcefile, and then
press“ OK” to continue

(Ref Figure B-5)

B6. Click “Finish”, Windows has
finished the ingdlation of the
USB to Ethernet Converter.

Note: The system will require PC
restart to activate the Ethernet
driver.

(Ref Figure B-6)

Figure B-6

Systom Settings Change

.:\_i} To Fritk seling up wou re s b, poo sl ekl pous comgiled

3 vy vasn | bo esshadl pow s comptes bam T

Figure B-7
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Computer.
(Ref Figure B-7)
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Step C.

Toinddl the PS/2 keyboard & mouse driver of USB LAN DOCK:

Thep wizard searches o nes drieers o

UER Hunan I nterface Device

Bdewvie e dite et B & sofa e progian thal nabes 5
hakams device vk

Looe T Hedr Cancd 1

Figure C-1

B Howe Hordware Wisard

‘efhend iy ek Welned v b ¥

1= Eamhifoa the besl diveer i yox devion |
A e I

T DEpispa ot of ol e dives 1o specin
larabon. 30 wou can mbeci the diver powent.

Bk | Hews Cancdd |

CL1. Click “Next” to continue
(Ref Figure C-1)

C2. Click “Next” toinitiate search
for the best driver for your device
(Ref Figure C-2)

Figure C-2

Add Maw Haindwaei W izaid

‘wfiradore: will Beanch ko rows divak: 0 i divel dalabacs
an g st diwps, s s of s folcesing seleched
loeakone Chok Mt o star e sesch.

' ooy i e
= L0 dies
= el
' Cpecis 8 looskon
[FrBewn0 = |
Browme,
sgark [ Hese | cawa |
Figure C-3

C3. Pleaseinsert “Windows 98" CD
into CD-ROM drive. Click “Next”
to continue

(Ref Figure C-3)
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B Howe Hordware Wisard

‘Wi e | s b e denos:

LEE Hunzn Inarame Dowoa

Winchrwr & nar mady o relsl e basl dover b The
devace. Choh Back fo e lect & diferent diver, oo clich Mesd
o e

Locaton al divet

| CAWHD WSS A HIDDEINF

gk [CTRET]  cova |

Figure C-4

G Plaste inmi the dih: labesked windowe: 32 5 econd Eclion CD-ROW_and then chok DI

=3

Figure C-5

Tl e Pecdodarns s oo diadesss 9
-, Second Edbon CO-AOH cannot be lound.

Can
Sehap poudd rod ind =5 A= o e specaled
puh IF thie peth appesars belsy rrﬂh:_:.n:t
Fociiant ok (K foliy copng agsn

Loopw files froo Delaix

| HEE ST

i i

Figure C-6

P Howy Hordware Wisard

.”!E UISE Humen Ineibace Dewre

e s eithed rataling e soffvane thal yoar e
Fedmaie desice requiss,

CFaE—] _coned |

Figure C-7
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CA. Click “Next” to continue
(Ref Figure C-4)

C5. A Message window will ask you
to insert the Win98 Source disk.
Please press“ OK” to continue.

(Ref Figure C-5)

C6. Please specify the location of
Win98 sourcefile, and then
press“ OK” to continue

(Ref Figure C-6)

C7. Click “Finish”, Windows has
finished ingdling the USB HID
driver for PS/2 keyboard &
mouse.

(Ref Figure C-7)




Step D:
Toingdl the USB to serid port driver of the USB LAN DOCK, please make sure the driver
diskette isinserted:

Add Mew Haidwasn W izaid

This it st chae 11 o s Kt D1. Click “Next” to continue
ek LS H Seial Carmeiiy (Ré Figure D_ 1)
i, deerice drieer i 8 w0 Bvi e mocen that meker g
heidvare desce work.
o caed |
Figure D-1

ol et D2. Click “Next” toinitiate a

T Gammin o the best dis: For oy s | .
e search for the best drive for your

e device

(Ref Figure D-2)

Bk | Hews Cancdd |
Figure D-2
e e ranmey D3. Select “ Specify alocation” and
|ocations. Click. kst ko siat e s=aich,
(% ooy 83 divus the location of the LAN DOCK driver
[¥ O-ROM dive CD
| B e e ol e ) .
. Click “Next” to start and search.
[¥  Spacdy a o alion
[FEieai0 = (Ref Figure D-3).
Bromss,
Bk [ Wety ] cene |
Figure D-3

USB LAN DOCK User’ s Manual
-13-



Aol Mew Hoecw aoe Wiz e d

'E LIGE LA DK, Serial Corveailer

“w'rdms hem finidhed instalirg e smlhears that wous mesy
hardvezme dovice recuiss,

R [ L |

Figure D-4

This mizard searches lor pewe dif ers for

Urk ng Device

A o el B 3 ol progiam ke 2
hachuae devics vk,

D4. Click “Fnid" to complete the
USB LAN DOCK Serid Converter
ingdlation.

(Ref Figure D-4).

D5. The USB LAN DOCK Serial Port
was detected and click “next” to

ingdl the driver.

Note: An*unknown device’ ingtead

of “ Serid Port” may be shown on the
New Hardware Wizard window.

(Ref Figure D-5)

Figure D-5

what do vou MantWindows o do?

YA scommen

" Displey o Bt of ol the divers i 2 speciic
Iocalion, so pou cen sekeck b dives you sant

< Back. I Ml s I

Caeel |

D6. Click “Next” to continue
(Ref Figure D-6)

Figure D-6
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Weired sl sEnrch lon e dives in i diver dalnbeses

an your bard diive, 2nd by 2np ol e o ke sebeoled D7. %&t i a)wfy almlon” af]d

Iocations . Chok Mesd 1o iat the 2 aanch

I s s the location of the LAN DOCK driver
T CO-ROM dive CD
g b e e B e .

Click “Next” to gtart and search.
¥ Specly alocaen
[FBeal 0 =l || (Ref Figure D-7).
Biomes.

e e |

Figure D-7

Wefiredo s diiver file anarch for the device:

S8 LK DOCK Sena Faif D8. Click “Next” to continue
i e & P ek o retall ihe B cibest I s (Ref Flgure D-8)
duriw._l.'.i:,k Reck ko pelect & dffemni divey, orclick Mt
L=l
Lok o e

‘@ FABETALFTD FORTINF

< Back,
Figure D-8
5,‘ LIS LA DOCK S asial Parl D9. Click “Finigh” , Windows has
: finished ingtalling LAN DOCK
[ s s miacra | | Seriel port

(Ref Figure D-9)

Figure D-9
® Before connecting the modem on the seria port of USB LAN DOCK, the
modem driver must be ingtdled in advance. Otherwiseit might operate
unexpectedly.
® Peaserefer to "Setting Up the HyperTerminal with USB to serid port” section
as an example of routing your COM port setting.
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Congratulations!! You have finished installing USB LAN
DOCK.,

Peaseclick on Start, Settings, Control Panel, double click System, and click on
Device M anager. Please double check the Ports and Universal Serial Bus controller
of the Sysem Manager.

System Properties 2]

Genersl Device Manager | Hardware Profilesi Performancei

& Wiew devices by pe  iew devices by conmection

- E@ Metwork adapters ;!
B8 2Com EtherLink 104100 PCI For Complete PC Managemer
B8 Dial-Up Adapter

--E@ USBE To Ethemet Converter

B Ports [COM &LPT)

----- ,'__\y“ Communications Pork [COMT)

Communications Port [COM2)

----- 5 Printer Port (LPT1)

----- ,'__\f USE LaN DOCK Serial Port [COM4)

= ,'__\; USE to Parallel Part [LPT2)

% Sound, video and game controllers

System devices

"' Universal zerial bus controller
Genenc USE Hub

g USB 2.0 Roat Hub

[N Lot TR Tl LA O Y SR YN

][4
LB gy 1

4

Froperties | Refresh | Remove I Print.. |

Figure 3

System Properties EH

General Device Manager | Hardware Prafiles I Performance I

@ iew devices by lype 7 View devices by connection

----- ,'__\y‘ Comrunications Port (COR1) ;!
----- ,'__\y‘ Communications Port [COM2)
----- 5 Printer Port [LPT1)
----- ,'__\y‘ USE LaM DOCK. Serial Port (COM4)
. Q_y USE ta Parallel Port [LPT2)
E& Sound, video and game controllers
; System devices
¢ Universal serial bus controller
Generic USE Hub
USE 2.0 oot Hub
USE LaM DOCK Serial Corverter

USE Root Hub
USE Root Hub
USE Root Hub
LISB-Parallel Bridge
L S Tl VOO T 1 R PR PR I [OOSR [ [ i
| [ »
Froperties Refresh | Femove | Firit... |

OK I Cancel |

Figure 4
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Set Up the Printer Device

Follow the steps below to connect your printer to the USB LAN DOCK with your PC:

For Windows 98/98SE and Me:

1. Turn off your printer. Plug the cable to connect USB LAN DOCK paralléel port and

printer. Turn on the printer afterwards.

2. Turn on your computer and plug in the USB cable to connect the USB LAN DOCK

and the USB port of PC.

3. Peaseclick on Start, Settings, Control Panel, double click System, and click on
DeviceManager. Check which printer port is located by USB to parallel port. The

following example islocated as LPT2.

System Properties

7] %]

General Device Manager I Hardware Profiles | Periomance |

% Wiew devices by type

™ Wiew devices by connection

23 PS5¢2 Compatible Mouse Part ;!
[+ Metwork adapters
- Forts [COM & LPT)

Communications Port [COMT]

Fg,i Cormrunications Part [COMZ)

Sound, video and game controllers
-3 System devices

E% Universal senal bus controller

:

Froperties |

Generic USE Hub

Intel 823714B/ER PCl to USE Universal Host Contraller
USE Root Hub

USE-Parallel Bridge

USB-to-Senial Converter =

Fiefresh | Femove | Frint... I

o 1

Cancel |

4. If you have indaled a printer device before, click Start, Settings, Printers.
Right-click the default instaled printer and click on Properties. The Properties

Figure 5

didog box of the ingtalled printer will gppear on your screen.

5. Click the Details folder tab and change the printer port to LPT2: (USB to Parallel

Port).

USB LAN DOCK User’ s Manual
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18 EPL-5700 Artvanced Progsiliss

pahies | Rl | o ] P
Gariaad Dol | pacseeg | Law

é EFSON EPL-TT0 v

Prink o tha Indonary port

- Ak Pt .
[t Pt
L L e
JEPS0M EFL 5700 Acharcad =] e Dvwa ]
Loorn BomiFor. | oot |
| Tirmacud sekngs

L il!- ]

Trarurdzan piy: :FS- Tcards

o ubrgr | Pottmings. |

i e D

Figure 6

6. If you do not have aprinter ingtaled yet, click on Start, Settings, Printers, Add
Printer. The Add Printer Wizard will gart and assst you in inddling anew
printer device. Sdect the printer manufacturer and model name from the list
provided by the wizard or use the printer driver diskette supplied by your printer.

When prompted which port the printer will use, click on LPT2: USB to Paralld
Port.

Chek, e port o swan | (o e e with e perdss and than
ok Mest

[ crmrar cationz Pai

USH Smasl Post

VA0 £56F=a HEP PLI Maden
COMa i sed Saial [TOM] POk
FILE Lo i il oy sk

ro

lt J
%

T T

Figure 7

8. Follow the proceeding ingtructions to complete the ingtalation and run Print Test
Page to seeif it can print without problems.
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For WINDOWS 2000 and XP:

1. Turn off your printer. Plug the cable to connect USB LAN DOCK paralel port and
printer. Turn on the printer afterwards.
2. Turn on your computer and plug in the USB cable to connect the USB LAN DOCK
and the USB port of PC.
3. If you haveingdled a printer device before, click Start, Settings, Printers.
Right-click the default instaled printer and click on Properties. The Properties
didog box of the ingtaled printer will gppear on your screen.
4. Click the Ports tab and change the printer port toUSBO0O01 (Virtual printer port to
USB).
ki)
G| Shavg Fot | dvarcas] Secuy| Davice Swtres |
G EentrEm
e
OCii:  Seral Pt
ag 2 |
Lad
AdiPot. | DwhiePor | CodoemPor. |
S
[ ] _owes |
Figure 8
5. If you do not have aprinter ingtaled yet, click on Start, Settings, Printers, Add
Printer. The Add Printer Wizard will gart and assst you in ingdling anew
printer device. Select the printer manufacturer and modd name from the list
provided by the wizard or use the printer driver diskette supplied by your printer.
6. When prompted which port the printer will use, click on USB001 (Virtual printer
port to USB).
CEEITUE——
e
~ s . "
ik [T e
Figure 9
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Set up the HyperTerminal with USB to serial port

Follow the steps below to configure your HyperTerminal with USB to serial COM port
SHiting:

1. Makesurethat HyperTerminal isinstalled in your system. If not, please click Start,
Settings, Control Panel, double click Add/Remove Programs, choose Windows
Setup page, Communications, click Details button, enable Hyper Terminal to
ingal the program to your Windows system.

2. Peaseclick on Start, Settings, Control Panel, double click System, and click on
Device Manager. Check which COM port islocated by USB to serid port.

System Properties 7| x|

General Device Manager l Hardware Profilesi Performancei

0 Yiew devices by type " View devices by conmection

B2 Floppy disk controllers ;!
-2y Hard disk controllers

B {8 Human Interface Devices
E{@ Keyboard

{;, E,g tonitors

" ~i7y Mouze

B 7B Network adapters

B- F{; Parts [COM & LPT]

,;y" Communications Port (COMT)
,;V‘ Communications Port [CORMZ)
Z Printer Port (LPT1]
SR LIE S erisl Port (COM3)
i FS;“ USE to Parallel Port [LPT2] —

J

+

1E+J

+

% Sound. video and game controllers
'_ B Sustem devices
=] Unlversal semial bus contraller _'J
- 5 fatz] L
Propertiesz | Refresh | Femave | Frint.... |

Ok I Cancel |

Figure 10

3. If you have setup HyperTerminal before, please run Start, Programs, Accessor ies,
Communications, Hyper Terminal, Hyper Trm.exe. Click File, Properties. The
Properties dialog page will appear on your screen. If you arefirst time to setup
HyperTermina, you will see this page during the setup procedure.

USB LAN DOCK User’' s Manual



USB-COM Properties 2] x|

Connect To | Settingsl

% U5B-COM Change |con...

LCountry code: ILlnired States of America [1] j

Enter the area code without the long-distance prefis.

Area cods: |2

Phone number: I

Connect using: | Direct to Com3 LI

Y. 30 K5EFlex HSP PCl Modem
Direct to Coml
Direct to Com2
:Direct to Comd
I [ 5= courty Direct to Camd

™ Hedial or bl TCRAP [winsock)

oK | Cancel

Figure 11

4. Click the"Connect using" item to indicate the proper COM port which appeared in
step 1, and follow the succeeding ingtructions to compl ete the setup.

USB LAN DOCK User’ s Manual
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Uninstalling USB LAN DOCK

If you want to remove the USB LAN DOCK driver program, you can uningdl it by
following the steps below:

Win98/SE/ME/2000/XP Operation System:

a. Unplug the USB cable from your PC.
b. Run the UNLANDOCK .EXE program in the LAN DOCK driver diskette and

reboot the PC.
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APPLICATION NOTE

1. USB LAN DOCK normdly derivesits own power from PC Host. When system
power plugged in to the USB port of PC or notebook, the Large LED will turn
green, and the serid, pardld, keyboard and mouse can operate without the
switching adapter. Please note that the 4 downstream ports will not function before
the power adapter is connected. However, you may use the power by connecting an
externa 5 voltage, 1.8A DC power whichisUL, CE, T-mark or locally approved.
For Polarity, see the following:

+ﬂ<.__

2. Unknown Device:
If all the installation process has been completed and some of the devices still don't
work, please go to: My Computer/Property/Device Manager/USB, check COM
port, printer, keyboard, mouse or Hub to see if there are any “ Unknown device’
appear on the screen. Y ou need to “ Remove” and “ Refresh”, dtart the ingtallation
processes again. After trying all the above mentioned process and your device still
cannot work, please contact your technica people or locd retaller.

USB LAN DOCK User’ s Manual
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Disclaimer

Information in this document is subject to change without notice. The manufacturer does not make any representations
orwarranties (implied or otherwise) regarding the accuracy and completeness of this document and shall in no event be
liable for any loss of profit or any other commercial damage, including but not limited to special, incidental,
consequential, or other damages.

No part of this document may be reproduced or transmitted in any form by any means, electronic or mechanical,
including photocopying, recording or information recording and retrieval systems without the express written permission
of the manufacturer.

All brand names and product names used in this document are trademarks, or registered trademarks of their respective
holders.

FCC Statement

This device generates and uses radio frequency and may cause interference to radio and television reception if not
installed and used properly. This has been tested and found to comply with the limits of a Class B computing device in
accordance with the specifications in Part 15 of FCC Rules. These specifications are designed to provide reasonable
protection against such interference in a residential installation. However, there is no guarantee that interference will
not occur in a particular installation. If this device does cause harmful interference to radio or television reception, which
can be determined by plugging the device in and out, the user can to try to correct the interference by one or more of the
followhg measures:

Reorient or relocate the receiving antenna.

Increase the separation between the device and receiver.

Connect the computer into an outlet on a circuit different from that to which the receiver is connected.
Consult the dealer or an experienced radio/TV technician for help.
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